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EXISTING PERIMETER FENCE AND GATES TO BE RELOCATED. FENCE AND GATES TO BE RELOCATED SHALL BE DETERMINED DURING THE PROJECT. PAYMENT TO BE MADE PER UNIT PRICE.  LINE ITEM NUMBERS 15 & 16.
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NOTES: 1. IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE EXISTING IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE EXISTING GRADES. EXISTING GRADES SHOWN ON THE DRAWINGS DIFFER FROM   ACTUAL EXISTING GRADES AT THE TIME THE WORK IS DONE. 2. ALL MONITORING WELLS AND PROBES, LFG WELLS, UTILITY POLES, ALL MONITORING WELLS AND PROBES, LFG WELLS, UTILITY POLES, VALVES, CLEANOUTS, MANHOLES AND EXISTING STRUCTURES WITHIN 50 FEET OF THE LIMITS OF DISTURBANCE SHALL BE PROTECTED WITH  ORANGE SAFETY FENCE BEFORE START OF WORK. 3. THE EXISTING ABOVEGROUND/UNDERGROUND UTILITIES, STRUCTURES  THE EXISTING ABOVEGROUND/UNDERGROUND UTILITIES, STRUCTURES  AND LINERS (FEATURES) SHOWN HEREIN ARE BASED UPON AVAILABLE  INFORMATION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR   DETERMINING THE EXACT LOCATION OF ALL RELEVANT FEATURES BEFORE COMMENCING WORK AND FOR ANY DAMAGES TO THE FEATURES OR TO THE COUNTY'S FACILITIES WHICH OCCUR AS A RESULT OF HIS FAILURE TO LOCATE OR PRESERVE AND PROTECT THESE FEATURES. IF DURING CONSTRUCTION OPERATIONS THE CONTRACTOR SHOULD ENCOUNTER FEATURES OTHER THAN THOSE SHOWN ON THE PLANS, HE SHALL IMMEDIATELY NOTIFY THE OWNER AND ENGINEER AND TAKE NECESSARY AND PROPER STEPS TO PROTECT THE FEATURE AND ASSURE THE CONTINUANCE OF SERVICE. 4. CONTRACTOR SHALL DISPOSE OF ALL DEMOLITION ITEMS NOT TO BE SALVAGED CONTRACTOR SHALL DISPOSE OF ALL DEMOLITION ITEMS NOT TO BE SALVAGED OR REUSED FOR CONSTRUCTION OF THIS PROJECT IN THE ACTIVE LANDFILL. COORDINATE WITH ENGINEER. 5. STORE SALVAGED CPP ON SITE, SEE SHEET 3 FOR LOCATION. STORE SALVAGED CPP ON SITE, SEE SHEET 3 FOR LOCATION. 6. STOCKPILE SALVAGED, RIPRAP, AND GABION STONE IN SEPARATE STOCKPILE SALVAGED, RIPRAP, AND GABION STONE IN SEPARATE STOCKPILES FOR REUSE. CONTRACTOR SHALL WASH/CLEAN RIPRAP AND GABION STONE BEFORE REUSE. 7. TOPOGRAPHIC MAP PREPARED BY QUANTUM SPATIAL, DULLES, VIRGINIA TOPOGRAPHIC MAP PREPARED BY QUANTUM SPATIAL, DULLES, VIRGINIA USING PHOTOGRAMMETRIC METHODS FROM AERIAL PHOTOGRAPHY DATED JUNE 22, 2020. A NEW TOPOGRAPHIC MAP WILL BE PROVIDED TO BIDDERS BEFORE BIDS ARE DUE BASED ON AERIAL PHOTOGRAPHY OBTAINED IN EARLY DECEMBER. DECEMBER. 8. DATUM: NAD83 AND NAVD88.DATUM: NAD83 AND NAVD88.
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BORROW AREA NOTES: 1. CONTRACTOR SHALL NOTIFY ENGINEER CONTRACTOR SHALL NOTIFY ENGINEER IF ADDITIONAL BORROW AREA IS REQUIRED. 2. BORROW AREA SHALL BE GRADED BORROW AREA SHALL BE GRADED TO DRAIN AND TEMPORARY SEEDED.
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